Technical conditions of work
Location - I,II,III,IV (completely) and V (partially) on quarry  areas of “Sakdrisi”, Bolnisi region, Kazreti.
Drilling and blasting operations: Depth of wells – 1-25 m, (Mostly 8-12 m), water content 50%, strength of rock according to Protodyakonov 8-14, Ensuring the safety of the drilling trifle at the well for analysis of the mineral content of the geological service.
Out of gauge: up to 7%
Overstating in the sole of the ledge: not allowed (+/- 1m)
The possibility of renting storage facilities and territories for the placement of explosives and other materials, as well as the necessary equipment: exists.
Delivery of explosive materials, equipment, personnel: with support of the contractor.
Fueling equipment:  Agreed with the customer
[bookmark: _GoBack]Customer responsibilities 
1. Preparation of the block for drilling.
2. Preparation of the passport of drilling operations.
3. Monitoring of the performed drilling operations for compliance with the passport.
4. Preparation of the project documentation for blasting operations (jointly with the contractor).
5. The control of the executed blasting operations with drawing up of the certificate of executed БВР
Contractor responsibilities
1. Performance of drilling operations, according to the "passport of drilling operations" with ensuring the safety of the drilling trifle for the analysis of the mineral content of the geological service.
2. Agree and approve project documentation for the explosion.
3. Charging, punching of wells, installation of an explosive network, arrangement of the cordon of a hazardous zone, blasting according to established signals in accordance with the "Technical Regulations and the Standard for the Safety of Explosive Work"
4. Elimination of fails in accordance with the "Technical Regulations and the Standard for the Safety of Explosive Work".
5. The quality of blasting is estimated by the output of the oversized (7%) and the overestimations in the sole of the ledges are not more than +/- 1 m (liquidation at the expense of the contractor)
Requirements for labor protection and safety, environmental protection:
1. Implementation of the necessary documentation and the conduct of all types of briefings on labor protection and safety techniques provided for by the legislation of the Republic of Georgia in the development of open-cast mines and drilling and blasting operations, strict compliance with the norms and rules provided for by the legislative acts of the Republic of Georgia in the development of mineral deposits in the open mode and Drilling and blasting operations by all contractor personnel.
2. Provision of personnel with personal protective equipment.
3. Equipment should be in good condition and provided with fire safety equipment.
4. The personnel must have documents confirming the qualification.
5. Drilling rigs should be equipped with dust-suppressing devices
6. Carry out maintenance only in special places, at least 50 m from any watercourse
7. Follow the general rules of environmental protection at the site
8. Follow the rules of waste management at the site



