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TECHNICAL SPECIFICATIONS 

1. General Information 
1.1. Georgian healthcare provider Evex Healtcare Group (hereinafter referred to as Employer) intends to contract out 

“Standpipe System” works at Sunstone Hospital building in Tbilisi. For building the system, supply, assembly and 
production of the materials having at least the specifications stated herein and attached shall be carried out and the 
system shall be delivered, in operational state, according to the technical specifications and the relevant standards.  

1.2. This specification sets out the technical features and details that must be followed in order to do the work in question. 

1.3. Within the scope of "Construction of New Fire Water Distribution System", material supply, installation and engineering 
services will be provided by the Contractor as a whole for the delivery of the system in accordance with the drawings 
and standards presented in the Technical Specification annex. 

2. Purpose of Work 
2.1. The systems to be delivered in working condition will work together with each other and with other systems as a whole 

(fire water pressurization system, automatic water extinguishing systems, fire hose cabinet system, etc.) to ensure the 
control and extinguishing of a possible fire.  

2.2. The facility does not have an existing Indoor Fire Hose (Standpipe) System. With this project, piping, hydrants and 
building entrances will be made and the system will be provided to serve the entire Facility. 

2.3. The purpose of the work is to design and build in accordance with NFPA (National Fire Protection Association) and FM 
(Factory Mutual) standards. 

2.4. All systems and works to be done will provide the desired fire protection performance by working either individually or 
as a whole. 

3. Content of Work 
3.1. The system that will serve the specified purpose is described with specifications and shown in the drawings attached 

to the specifications. 

3.2. All works, materials to be used, system solutions, in accordance with the fact that the facility to be established is an 
industry with high standards, will be carried out at the highest level of technical quality, technical safety and reliability, 
thus protecting these areas from fire. 

3.3. All kinds of material, installation, workmanship required for the system to provide the desired fire protection and deliver 
it in working condition, whether specified in the request for proposal documents or not, will belong to the Contractor. 

3.4. All unit prices given will be the prices of the assembled material, and in case of any future decrease or increase, these 
prices will be taken into consideration. All kinds of complementary-assembly materials and labor that do not have a 
unit price will be included in unit price materials. 

3.5. The topics covered under the work are: 

a)  Connecting the new outdoor fire water distribution piping to be built by the employer to the existing outdoor fire water 
distribution line and the fire water pressurization (pump) system 

c)   Filling the excavated areas appropriately and making the floor covering where necessary 
d)   Tests of the system 
e)   Hydrostatic pressure testing of the system in accordance with the relevant standards. 
f)   Commissioning 
g)   Submission of documents 
h)   Delivery of the system in working condition    

3.6. For the realization of these works, the preparation of all necessary infrastructure and installations, commissioning in 
accordance with the technique of the work and making it ready and functional are an integral part of the work. 

3.7. Occupational safety materials to be used during the construction of the work, assembly or assembly auxiliary materials 
(ladder, stand, etc.) will be supplied by the Contractor. 

3.8. The system and system elements that will serve the specified purpose will be aimed to have an economic life of 20 
(twenty) years, and all necessary elements will be fulfilled in full to achieve this 

4. Related Standards 
4.1. The work to be done will be in accordance with international fire protection and fire safety protection rules and 

standards. In addition, all relevant standards referred to as reference in these standards will be based on the same 
validity. 
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  In this context, the standards that will be valid and based on design, installation (assembly), commissioning, test and 
acceptance processes are as follows: 

    NFPA        National Fire Protection Association 

     FM          Factory Mutual  

Other major valid standards are:  

    NFPA 14-2007     Standard for the Installation of Standpipe, Private Hydrant and Hose System 

    NFPA 25-2008     Inspection, Testing & Maintenance of Water-based Fire Protection Systems 

    NFPA 24-2007     Inst. of Private Fire Service Mains and Their Appert. 

    ANSI/AWWA     Piping Design 

    DIN 19630, DIN 4033    Guidelines for the Construction of Water Pipelines 

    DIN 18300, EN 1610   Installation and Quality Control Rules of PE Pipes 

    EN 10255 / 10217-1   Steel Pipes 

4.2. Current editions and versions of the relevant standards valid at the time of construction will be considered. The 
contractor is obliged to obtain the relevant standards and publications. When there are documents that are difficult to 
find, they can request this from the employer in parts and benefit from the existing standards in parts within the 
boundaries of the facility.  

5. Related Product Approvals  
5.1. Except for the installation elements specified below, all system elements to be provided will be FM (Factory Mutual) 

approved and no other approval will be accepted. 

The following installation elements will have at least EN approval. 

• Pipes 
• Pipe Supports 
• Level Indicators 

5.2. Regardless of the above-mentioned approvals, all products will be submitted for material approval, regardless of the 
approval they have, their suitability for the place of use will be questioned by the administration. However, material 
supply and assembly will be allowed after the material approval is given. 

6. Projects and Drawings 
6.1. This specification forms an integral whole with design and application drawings. Within the scope of this work, the 

drawings based on the tender are attached. The contractor should study all drawings in detail before preparing his 
proposal. The fact that an offer is submitted indicates that the specifications and drawings are also accepted. 

6.2. Shop Drawings and as-built drawings consisting of section and assembly details shall be drawn entirely by the 
Contractor after receiving the work. The Contractor, whose proposal has been approved, shall submit the 
manufacturing drawings prepared for each material to be used, together with catalogs containing the brand / model / 
approval information of the materials, to the approval of the Employer and shall only be able to procure and apply 
materials after approval. Employer officials have the right to request As-built Drawings, other than the one submitted 
by the Contractor. 

6.3. The application can only be started after the Manufacturing Drawings and the materials specified in the specification 
are completely approved, the assembly and application details are finalized and the technical information is presented. 
The employer has the authority to refuse to apply any material, which it understands does not comply with the 
technical requirements, at any time, regardless of whether it was previously found appropriate. Modifications that can 
provide ease of installation or ease of operation and maintenance to the employer may be suggested, after the 
technical suitability of such suggestions is checked and approved, they are reflected in the application and shown in 
the manufactured status pictures. 

6.4. After the contractor completes the work, before the Provisional Acceptance, it will show the final status of the work 
done and prepare the drawings containing the "As-built" information. Manufactured condition drawings will be prepared 
to include all kinds of manufacturing details such as the entire route and assembly details. "Manufactured Condition" 
drawings will be delivered in printed form on CD in tracing output and computer output format (plt, pdf, etc.) and also in 
dwg (Autocad) format. The extraction, drawing and reproduction of the "Manufactured Condition" drawings information 
is entirely owned by the Contractor. 

7. Work Program and Duration 
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7.1. The Contractor will make the necessary work planning in order to do the work on time and submit the Work Program to 
the Employer's approval within the period specified in the administrative specification from the date of contract 
signature. In the work schedule to be presented, the project, material procurement times, pier times, site discharge, 
power outage, fire water network cut-off times, hot work times, etc. It will be specified in days and each separately, on 
the basis of priority and sequence, with actual calendar dates. 

7.2. Since the work will be done in an existing and working facility, site delivery, making the environment suitable for work, 
etc. The work will be counted within the construction period. 

7.3. Because the work will be held in a running facility, place of delivery, making the environment suitable to work etc. shall 
be considered in the construction period. 

7.4. The Contractor is obliged to provide the necessary manpower and installation team to complete the work within the 
Construction Period of the Work specified in its proposal. 

7.5. The Work Program to be prepared at the beginning of the work will be updated once a week during the construction of 
the work and submitted to the Employer. 

7.6. After the approval of the Work Program, the place cannot be delivered due to reasons arising from the Employer, the 
decision cannot be made, the approvals are delayed, etc. In cases, if the Contractor is not able to do another job at 
that time, the delays caused by the said Employer are added to the Duration of Work. 

7.7. The contractor shall clearly indicate the time required for the completion of the entire work in his proposal. 

7.8. The employer may request the content, duration and order of the Work Program to be reviewed or changed. 

8. Material Supply 
8.1. All materials, equipment and tools to be used during construction shall be provided by the Contractor.  

8.2. All materials shall be new, unused, made with first-class workmanship, in accordance with the specifications in the 
Technical Specifications and shall deliver the required performance. 

8.3. All material to be used shall be submitted to the employer for approval. During the bidding, mentioning any brand and 
model, even if they fit in with the Technical Specifications does not mean that they may be used. Also, since 
installation of the equipment will be realized under the responsibility of the contractor, it shall be essential that the 
material is received as mounted and operational. 

8.4. The Contractor shall, before starting work, give a collective Application List for all the penetration points versus 
materials to be used. This list shall also indicate the appropriate listing (approval) number of the system and drawing of 
the system.  Following the approval of Application List, in accordance with the order and install (assembly) program, all 
materials shall be submitted for approval separately. Applications shall start when the Application List and Materials 
are found to be compliant. Employer shall evaluate and answer the material applications for approval, within a 
maximum of two week, using the Approval / Conditional Approval / Rejection form. Employer may require more details 
related to the material which is submitted for approval at the approval stage as well as seeing the sample of the 
material and ensuring the test.  

8.5. Employer shall have the right to reject the materials at any time, if such materials are found non-compliant with all 
kinds of technical requirements and required performance, regardless of whether it was previously deemed compliant.  

8.6. The Contractor shall submit those who are authorized representative of the provided materials in Georgia with their 
contact information at the approval process. If the employer needs these materials in the future, it shall have the direct 
power to procure them from this company. The contractor may not impose any restriction for sales related to the 
companies in this regard. 

8.7. Grooved connection T, Elbow, etc. to the item of material specified as Grooved connection clamp. intermediate 
fasteners are also included. No additional item will be opened and no payment will be made for these materials. 

9. Installation (Assembly) 
9.1. Installation (assembly) of the devices is an integral part of the work and will be carried out by the Contractor. 

9.2. The Contractor can do the installation work himself or have it done by another Subcontractor company. However, if the 
Subcontractor is to be used, the Contractor shall clearly indicate what will be the work to be done by the Sub-
Contractor during the bidding phase. The Contractor shall add the letter of undertaking from the Sub-Contractor 
(stating that the Sub-Contractor agrees to work with him in case the Contractor receives the job) to his proposal. 

9.3. The Contractor will specify with which Sub-Contractor it will perform the installation during bidding and will not change 
the Sub-Contractor specified without the request and approval of the Employer; will do the work with the Subcontractor 
that it has notified. The Contractor may declare more than one Sub-Contractor at the bidding stage. In all cases, the 
Contractor is responsible for the works to be done by the Subcontractor. If the Employer deems it necessary, he may 
request the Subcontractor to be changed. 
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9.4. All installations and materials will be installed, installed and applied by knowledgeable, trained and experienced people 
in accordance with the manufacturer's knowledge and technique, with first-class workmanship. 

9.5. All installation will be protected against corrosion and devices, valves and equipment will be labeled with micron writing 
on the aluminum plate and numbered, and the piping will be marked. 

9.6. Underground pipes will be laid on sand bedding, and metal dust safety information strip will be laid on the piping and 
covered. 

9.7. It is recommended that pipe joints are not sealed before the pressure test. All joints and underground installation 
information encountered during the excavation should be recorded in the fabricated condition drawings. 

9.8. Every installation work will be done by certified and qualified personnel, in full compliance with the requirements of 
welding, grooved connection technique and assembly rules. The names and certificates of the personnel who will 
manufacture will be submitted to the approval of the Designer-Consultant and EMPLOYER Project Engineer before 
starting work. The works will be carried out by persons whose names are approved personally, and assistant and 
apprentices will not take part in manufacturing. 

9.9. During excavation works, the existing electrical and mechanical installations will not be damaged, and maximum care 
will be taken to prevent damage that may occur during excavations. The Contractor will be responsible for any damage 
that may occur. The Contractor will never work without the personnel to be assigned by the Employer. 

9.10. When re-filling process, it should be ensured that there is no organic material in the filling soil and it is purified from 
waste such as plastic and paper. If necessary, the soil should be separated from foreign objects by sieving. The pipe 
route will be closed after the tests and examinations are done and the concrete freezing of the impact blocks is 
completed. 

9.11. Foreign material entry into the pipe will be prevented during installation. Pipe mouths will never be left open during 
manufacturing. If stones or rocks are found on the route, the stone will be removed, if not, at least 20 cm sand bed will 
be provided on it. 

9.12. Only rotary blade cutter will be used in steel pipe cutting. Oxy-Acetylene welding will not be used. After the cutting 
process, stone correction and necessary corrosion protection will be provided. 

9.13. Thrust block will be made in places where every elbow, branch, building entrance, valve or mechanical installation 
element is used in the new buried fire water pipes to be built in the outdoor area. The contact surface and mass of 
impact blocks to the pipe will be determined by calculating the force it will be exposed to. 

9.14. At least 15cm of sand filling will be poured under the underground piping and it will be made in a way that the contact 
of the pipe in all areas. After the pipe is laid on the sand filling, sand will be poured again, 30 cm above the upper level 
of the pipe. Later, soil filling will be made. Spilled soil backfill will be compacted by 90% - 95% with a medium power 
compactor (ANSI / AWWA C151 Type 2 or 3). This process will be completed up to the finished ground level. 

9.15. Fluid additives preventing leaks will not be used. 

9.16. After all connections of the new outdoor piping are completed, a DN 25 (1”) diameter outlet will be left right after the 
first shut-off valve from the pump room, and a 3-way valve and a 16 bar scale manometer will be placed on this outlet. 
This pressure gauge will be used for test runs. 

9.17. Machines will be used in concrete crushing works and the concrete pieces removed will not be used as filling material 
again and will be discarded. The contractor will inform where he left or delivered the wastes taken out of the facility as 
garbage. After all assembly work is completed, concrete will be poured into the broken parts. 

9.18. For the pipes passing through the green area, the landscape will not be damaged, and new ones will be planted in the 
damaged grass. Other landscape elements will be moved or the employer will be warned before the assembly. The 
contractor will not ask for an additional fee for these transactions. 

9.19. At the stage of repairing the top coating after pipe manufacturing, it should be added to the existing reinforcement with 
the spacers suitable for the existing cover on concrete roads, by overlapping the steel mesh and two eyes. Materials 
that will ensure the compatibility (adherence) of old and new concrete will be used. Pouring road concrete with the 
same dosage, the same slab alignments and dilatations will be done in such a way that the repair work of the same 
type of curbs with the existing one is not clear. In asphalt pavements, repairs will be made by using ano alignments so 
that no different lines or layers are seen at the end of the production. 

9.20. The Contractor will fully follow the working rules regarding the supply of all kinds of equipment such as masks, gloves, 
working in a closed area, welding, live electrical installation specified in the occupational safety regulation. The 
EMPLOYER has the right to supervise and warn on these issues. 

9.21. After the completion of the works, labeling and marking will be made to the installation in accordance with the 
manufactured state drawings, in accordance with the relevant standards. 
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9.22. The site engineer to be assigned by the contractor will be obliged to follow the work done on the construction site 
throughout the applications and will comply with the working hours. The works will not be started without the 
contractor's site engineer. 

10. Test Procedures 
10.1. The system will undergo detailed Test Processes during and after manufacturing and assembly. 

10.2. After independent tests consisting of tests of each element, the Contractor will make at least two total performance 
tests on its own, and the problems encountered during these test will be eliminated. Any problem seen in the 
subsystem will be considered as if it were seen in all subsystems, and will be examined and resolved in all of them; 
after removal, test will be made again. 

10.3. The Contractor will make a written application to the Employer in order to make the tests of the systems that are made 
working flawlessly under the supervision of the Employer. In this report; 

a) discription of the test to be made, 
b) purpose of the test, 
c) events whose performance will be observed, 
d) the acceptable values of events whose performance will be observed, 
e) methods and devices to be used for measurement, 
f) the way the test was recorded,  

 
will be indicate detailed. Tests which the employer will participate as an observer will be made after this report is approved. 
 
10.4. After the piping is finished, flushing will be applied to the piping at a water speed of 3 m / second. For this, after the 

piping is ready for use with all elements (sprinkler heads, test and discharge valves, etc.) installed, the test and 
discharge valve will be opened, water at 8 bar pressure will be supplied to the system, and the inside of the pipe will 
be washed after the sprinkler installation. The flushing process will continue until clean and particle-free water comes 
out of the drain valve. 

10.5. A hydrostatic pressure test will be made at 14 bar by supplying water to the system, in which all elements are attached 
to the installation. After the system is filled with water, it will be pressurized to 14 bar with a low capacity pump and it 
will be waited for at least 2 hours. It will be observed on the manometer that there is no drop in pressure during this 
time. In case of a drop in pressure, leaks will be detected and eliminated and the tests will be repeated for 2 hours until 
a constant pressure is achieved. 

10.6. Any hardware that fails during the test will be replaced with a new one. 

10.7. Test Procedures are not a part of the substantial completion, but an integral part of the direct commitment work. 

10.8. All tests will be made within the framework of a form and procedure to be approved by the Contractor to the Employer. 

10.9. Tests will be carried out according to FM, NFPA and material manufacturer requirements. 

10.10. All kinds of test materials, labor, test and measurement devices, engineering services, etc. required for the delivery 
of all fire protection systems in working condition. It will be provided by the contractor. 

11. Commissioning Process 
11.1. Systems with completed test procedures shall be deemed ready for commissioning. 

11.2. After the successful tests, the system will be delivered in working condition in accordance with the Commissioning 
Procedure. 

11.3. Commissioning is not a part of the temporary admission process, but an integral part of the direct commitment work. 

11.4. The commissioning work shall be performed in accordance with a form and procedure to be approved by the 
Contractor to the Designer-Consultant and the Employer. 

11.5. The Contractor shall prepare the transactions, observations, values and comments performed during commissioning 
as "Commissioning Report" and submit it to the Designer-Consultant and Employer.    

11.6. All kinds of commissioning materials, labor, test etc. required for the delivery of all fire protection systems in working 
condition shall be provided by the Contractor. 

12. Documentation 
12.1. All kinds of drawings, documents, engineering calculations, suggestion reports etc. prepared as a result of the 

contractor design process. will submit the documents for the approval of the Employer. 
12.2. In order to obtain approval for the materials to be used during the works, the Contractor will submit the following 

documents in three sets to the approval of the Employer. 

- Catalog pages of the products to be used (English or Georgian) 
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- Product and Material List (Brand, Model, Description, Manufacturer, Supplier Information) 
- Product Catalogue 

- Technical Data Sheet 

12.3. With the completion of all works and processes, detailed and complete documentation for maintenance and use of 
each material used will be provided in order to ensure the operation and maintenance of each material and element 
used. The document package will include the following in both English and Georgian.  

- Manufactured-status information 

- Warranty documents of the products used (obtained from the manufacturer) 

- Warranty documents for the whole system (issued by the contractor) 

- Maintenance, test and operating instructions 

12.4. The documentation package will be bound together and delivered in 3 sets. If the information is in a computer file, it 
will be provided in 2 sets of hardcover and 1 set of CDs in print. 

13. Training 
13.1. The Contractor will provide technical training for the user and maintenance staff of the Employer regarding the works 

done and the systems installed. 

13.2. The training will be carried out at the facility itself. 

13.3. The training will be given to at least two groups, and written training notes will be distributed to the user during the 
training. At the end of all training, the Contractor will deliver a list (Training Program Form) of those who attended the 
training and the training they attended. In addition, the training given will be recorded as audio-visual (using video 
cameras, etc.) and delivered to the Employer for the future use of the personnel. 

13.4. In case of problems related to the quality of the education, inadequacy of the educator, the level of education attained, 
or the insufficiency of the training documents, the Employer may request that the training be renewed partially or for all 
the missing parts of the training. 

14. Warranty Commitment 
14.1. The system will be under the Contractor's Warranty Commitment for 1 (one) year after the Provisional Acceptance 

date. During the warranty period, any workmanship, material, spare parts, etc. that may be required. It will be covered 
by the contractor without any charge. 

14.2. The Contractor will ensure that the system operates normally by sending its authorized and expert personnel with the 
necessary materials and equipment within the Warranty Period, within 24 (twenty four) hours after the written call is 
sent by the Employer in case of any problem. 

14.3. In the event that the Contractor fails to arrive within the specified period or fails to intervene satisfactorily to the 
Employer a penalty of 0.5% (five per thousand) of the daily work will be applied until the necessary actions are taken, 
and this amount will be collected from the Letter of Guarantee. 

14.4. The materials provided by the Contractor will be under the warranty of the Contractor and the material producer and 
supplier companies separately against manufacturing and assembly faults during the Warranty Period after the 
materials provided by the Contractor are received individually and as a whole system. In all guarantee transactions, 
the Employer will accept the Contractor as the addressee. 

14.5. The Contractor is not responsible for Maintenance and Warranty related to the materials provided by the employer. 

15. Application Rules 
15.1. The contractor is obliged to work and manufacture in a manner that does not pose any danger to the facility security in 

all kinds of works and manufacturing. 

15.2. During the installation and field work, a “Responsible Technical Person” will be kept on site at all times. The Technical 
Man in Charge can be an engineer or a technician. The resume of the Technical Man in Charge will be submitted with 
the bid in the tender file. The Technical Person in Charge will be in charge of controlling the work and environment and 
ensuring all necessary work safety. The Responsible Technical Man, who will always be in the works, will coordinate 
with the relevant units of the Employer. 

15.3. The Contractor shall obtain the opinion and approval of the Employer in all kinds of manufacturing, device placement. 
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15.4. During the construction of the contractor work existing pipes, cables, structures, etc. will not damage the hardware and 
installation, if it damages, any material supply, manufacturing, assembly, etc. It will perform the works of making the 
damaged hardware or installation work free of charge, belonging to the Contractor. 

15.5. During the works to be carried out within the scope of the project, it is essential to keep the entire facility under 
continuous and reliable protection. The principle of "Continuity of Fire Safety" will not be ignored at any stage of the 
work. 

15.6. Since the principle of "Continuity of Fire Safety" is an integral part of the work, the Contractor is obliged to consider the 
changes to be made in the work schedule due to this principle and the delays that may arise from this. Therefore, no 
additional time or fee can be requested. 

15.7. Temporary or partial work cannot be done in areas other than the work areas determined by the Employer in order to 
realize the defined work. Prior permission is obtained for the areas to be used. Without written permission, the studies 
are not carried out, even if they are described in detail in the projects and specifications. 

15.8. Contractor or subcontractors cannot go outside the described working areas and cannot use any image recording 
device (camera, video camera, etc.) without permission. 

15.9. Smoking, lighters and carrying matches are prohibited throughout the facility. However, smoking is allowed in the rest 
areas or in the marked areas where smoking is allowed during the break times. 

15.10. The Contractor will carry out the connections to be made, the infrastructure to be used, with the continuous 
coordination and cooperation of the Employer's authorized engineer. 

15.11. Installation and commissioning of all elements will be carried out in accordance with NFPA, FM Standards and 
manufacturer company requirements. The lack of any subject or information in the tender documents (specification, 
material list and technical specifications, projects, etc.) cannot cause the work to be done to be against the relevant 
standards. 

15.12. The contractor can do any "hot work" in the building such as cutting, grinding, drilling, welding, etc. will not do any 
action that will create fire hazards, and will only install inside the building after manufacturing in a workshop or in safe 
areas. 

15.13. Contractor, Employer's quality control, work and worker safety, environmental protection, work permit, etc. It will fully 
comply with the general rules and procedures and will not request any additional fees for this. 

15.14. The works will start after the Site Delivery to the Contractor. 

15.15. All kinds of labor required for the installation, assembly and delivery of the system in working condition, including the 
construction cost of the work, will be provided by the Contractor without any privileges. 

15.16. Contractor or subcontractors cannot leave the work areas described without permission and cannot use any image 
recording device (camera, video camera, etc.). 

15.17. Connections to be made will be made by the Contractor, the permanent coordination and cooperation of the 
Employer project engineer. Electricity will not be interrupted in the facility and necessary measures will be taken for 
this. If the deduction is mandatory, the Employer will be informed in advance. 

15.18. The Contractor is obliged to comply with the "Hygiene and Cleaning" rules of the Employer during the manufacturing 
works. It will take the opinion of the Employer about equipment cleaning, equipment that are not allowed to be used, 
etc. prior to manufacturing and apply them. 

---------  o  -------- 


