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E 501 Elevator Corridor
F - 1. W _ 1. C _ 2.

A : 102 .7  m2

E 502

F - 1 . W _1 . C_ 2.

A: 14 .0  m2

E 503 Staircase #6

F - 7. W _ 1. C _ 6.

A : 19. 8 m 2

E 504 Staircase #6

F - 7. W _ 1. C _6 .

A: 22 .6  m2

F 502

F - 6. W _1 . C_ 6.

A: 715 .6  m2

F 501 Staircase # 2

F - 7. W _ 1 . C _ 6.

A : 21. 7 m 2

F 503 Staircase #1

F - 7. W _ 1 . C _ 6.

A : 22. 8 m 2

F 504

F - 8. W _ 1. C _ 6.
A : 13 . 9 m 2

F 506

F - 8. W _ 1. C _6 .

A : 92 . 9 m 2

F 505

F - 8 . W _1 . C_ 6.

A: 92 .3  m2

 EI
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PART I 1.	Demolition of equipment on the ceiling of the elevator hall  Demolition of equipment on the ceiling of the elevator hall  -3 60*60cm led lighting fixture -1 smoke detector -1 diffuser with plenum box -1 diffuser without plenum box -1 camera -1 fan coil(4m) -Ø 300 flexible duct  300 flexible duct 2.	Demolition of grid suspended ceiling in the elevator hall- total 22.8m2 Demolition of grid suspended ceiling in the elevator hall- total 22.8m2 3.	Demolition of the equipment on the walls of the elevator hall Demolition of the equipment on the walls of the elevator hall -3 elevator control panel -1 fire button -1 audio-visual device -1 card reader -1 thermostat -1 door opener button 4.	There already exists one layer of plasterboard, but it does not continue up to the ceiling, the height of the There already exists one layer of plasterboard, but it does not continue up to the ceiling, the height of the floor is so high, so 40cm height space between the existing plasterboard wall and suspended ceiling will be closed by mounting one layer of 12.5mm plasterboard. (195*40cm,60*40cm,67*40cm,60*40cm,27*40cm,150*40cm,84*40cm,184*40cm,27*40cm,110*40cm,28*40cm, 100*40cm,28*40cm,114*40cm,310*40cm,200*40cm,43*40cm,27*40cm,19*40cm,150*40cm,34*40cm,50*40cm,  28*40cm, 120*40cm,28*40cm,165*40cm) 5.	Demolition of the existing doors of fire staircase and the elevator hall (2x150*210cm) Demolition of the existing doors of fire staircase and the elevator hall (2x150*210cm) 6.	Demolition of the existing door of holding room which opens to the fire staircase. (80*210cm) Demolition of the existing door of holding room which opens to the fire staircase. (80*210cm) 7.	For holding room, provide a new EI90 door to the wall which is adjacent to the elevator hall and can be For holding room, provide a new EI90 door to the wall which is adjacent to the elevator hall and can be entered from the elevator hall. (80*210cm) 8.	Provide a new double-leaf EI90 door to the elevator hall entrance (150*210cm) Provide a new double-leaf EI90 door to the elevator hall entrance (150*210cm) 9.	Provide a new double-leaf EI90 door for fire staircase (one leaf is 20cm, one leaf 115cm, height is 210cm). Provide a new double-leaf EI90 door for fire staircase (one leaf is 20cm, one leaf 115cm, height is 210cm). 10.	One layer of 25mm plasterboard will be mounted over the existing plasterboard walls from the hall side. One layer of 25mm plasterboard will be mounted over the existing plasterboard walls from the hall side. (195*300cm,60*300cm,67*300cm,60*300cm,27*300cm,150*300cm,84*300cm,184*300cm,27*300cm,110*90cm,28*300cm, 100*300cm,28*300cm,114*90cm,310*300cm,200*300cm,43*300cm,27*300cm,19*300cm,150*300cm,34*300cm,50*300cm,  28*300cm, 120*90cm,28*300cm,165*300cm)  11.	Fill the space above the door with mortar (380*30cm) Fill the space above the door with mortar (380*30cm) 12.	Mounting of EI120 grid suspended ceiling to the elevator hall- total 22.8m2 Mounting of EI120 grid suspended ceiling to the elevator hall- total 22.8m2 13.	Reassemble the demolished equipment on the ceiling Reassemble the demolished equipment on the ceiling PART II 14.	Demolition of the plasterboard wall at the staircase part(175*245cm,48*245cm,80*35cm) Demolition of the plasterboard wall at the staircase part(175*245cm,48*245cm,80*35cm) 15.	Close the space of the demolished door by bims wall (80*210cm) Close the space of the demolished door by bims wall (80*210cm) 16.	Construct EI120 wall by mounting of two layers of 25mm plasterboards from the inside of the fire staircase Construct EI120 wall by mounting of two layers of 25mm plasterboards from the inside of the fire staircase (175*245cm,48*245cm,80*35cm)
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  WALL DETAIL - Connection to the side solid wall
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  WALL DETAIL - Connection to the ceiling
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 WALL DETAIL FOR FIRE SEPARATION EI120/from one side
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  DEMOLITION PLAN - FIFTH FLOOR #502-AR-001
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 SUSPENDED CEILING DETAIL FOR FIRE SEPARATION EI120
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Mineral wool combinations positioned to be pushed open to allow upward access
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2 layers of 50 mm thickness, 100 kg / m3 density rock wool board (connections will overlap each other by at least 30 cm.)
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2 layers 9 mm thick Firestop Board (Connections will overlap each other by at least 30 cm.)
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* Suspended ceiling tamper cover: With the EI 120 certified connection detail, it is suitable to intervene into the suspended ceiling. Accordingly, when intervention is required, this panel on the suspended ceiling will be removed and reinstalled after the intervention. In order not to lose the intervention panel in plaster and paint application, a strip marking will be made around the panel.
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*Application details: - Lighting elements will be applied on plaster. - Fire stopping will be applied around the sprinkler. - If there are ventilation grilles opening to protected corridors, the channel will be wrapped with a 70 mm 150 kg / m3 rock wool board and covered with 0.6 mm galvanized sheet. (Red plasterboard is also suitable instead of galvanized sheet.) Also, on the wall where the channel is connected to the protected corridor, damper will be used. - Suspension rods will be placed at maximum 1000 mm intervals so that the tensile stress affecting any suspension does not exceed 10 N / mm2. - Main carrier profiles will be laid with 610 mm intervals at most. - The profiles placed in the periphery will be fixed to the masonry structure or concrete with self-tapping screws of 400 mm, with M4 x 32 mm self-tapping screws to fireproof anchors or equivalent. - It will be fixed every 300 mm with self-tapping screws. Joints will be staggered.
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TO BE CONSTRUCTED COMPARTMENT WALL FOR FIRE SEPARATION EI60- 2x12,5 mm /from both sides
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TO BE CONSTRUCTED SHAFT WALL FOR FIRE SEPARATION EI120 - Shaft Wall 2x25 mm Flameboard/from one side  
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