გრანტის სატენდერო წინადადება:


CAMERA - Canon EOS C100 Mark II (1 ცალი): 
Lens Mount - Canon EF
Sensor - Super 35mm CMOS (24.6 x 13.8 mm) (28.2 mm diagonal)
Lens Communication - Yes, with Autofocus Support
Total Pixels - Approx. 9.84 megapixels (4206 x 2340)
Sensor Resolution - Actual: 9.84 Megapixel (4206 x 2340) Effective: 8.29 Megapixel (4096 x 2160)
Effective Pixels - Approx. 8.29 megapixels (3840 x 2160 pixels)
Image Sensor - 24.6 x 13.8 mm (Super35) CMOS
Processor - DIGIC DV 4
Color Filter - RGB Primary Color Filter (Bayer Array)
Lens Mount - Canon EF mount with EF contacts
ND Filters - Clear, 2 stops (1/4), 4 stops (1/16), 6 stops (1/64)
Built-In ND Filter -Mechanical Filter Wheel with 2-Stop (1/4), 4-Stop (1/16), 6-Stop (1/64) ND Filters
Iris Dial - Manual setting in 1/2-step increments, 1/3-step increments, or fine Push auto iris control
Peripheral Illumination Correction - On supported Canon EF, EF-S, and Cinema lenses

LENS - Canon EF 24-70mm f/2.8L II USM (1 ცალი): 
Focal Length - 24 to 70mm
Maximum Aperture - f/2.8
Minimum Aperture - f/22
Lens Mount - Canon EF
Lens Format Coverage - Full-Frame
Angle of View - 84° to 34°
Minimum Focus Distance - 1.25' / 38 cm
Maximum Magnification - 0.21x
Optical Design - 18 Elements in 13 Groups
Diaphragm Blades - 9, Rounded
Focus Type - Autofocus
Image Stabilization - No
Filter Size -  82 mm (Front)
Dimensions -  (ø x L) 3.48 x 4.45" / 88.5 x 113 mm
Length at Maximum Extension -  5.63" / 143 mm
Weight - 1.77 lb / 805 g

შტატივი -  (1 ცალი):
ტიპი: Video/Fluid Head
ფეხის კუთხეები: 23°, 50°, 70°
ფეხის სექციები: 4
პანორამული როტაცია: 360 °
მინიმალური სიმაღლე: 42 სმ
მაქსიმალური სიმაღლე: 218 სმ
სწრაფი გამოშვების ფირფიტის ტიპი: 504PLONGR-1
ბაზის დიამეტრი: 75 მმ
ფეხის საკეტის ტიპი: Flip Lock
გრავიტაციის ცენტრი: 55 მმ
ზედა დანართი: 1/4″ ხრახნი, 3/8″ ხრახნი
წინა დახრილობა: -70° / +90°
მაქსიმალური სამუშაო ტემპერატურა: 50 °C
მინიმალური სამუშაო ტემპერატურა: -20 °C
აქსესუარების თავსებადობა: 114; 127 ვ; 127VS; MVAPANBARM; MVAPANBARL
დახურული სიგრძე: 87 სმ
სიმაღლე: 42.005 სმ
სიგანე: 0,004 სმ
სიღრმე: 218.006 სმ

კამერის სტაბილიზატორი: (1 ცალი)

ზომები: 17,5 x 24 x 42,9 სმ
ტვირთამწეობა: 4.6 კგ
დახრის კუთხე: 230 °
მოძრავი კუთხე: 360 °
პანირების კუთხე: 360 °
სერთიფიკატები: CE, EAC, KC, FCC, IC, NCC, RCM, SRRC, TELEC
კონტროლირებადი დახრის დიაპაზონი: +175°-დან -55°-მდე
დანართის ტიპი: 1/4"-20 სტანდარტული სამფეხის სამაგრი
გამომავალი კავშირი: Wi-Fi, USB-C პორტი
აპლიკაცია: Manfrotto Gimbal App
მინიმალური სამუშაო ტემპერატურა: -10 °C
მაქსიმალური სამუშაო ტემპერატურა: 45 °C

საკონფერენციო კამერა (1 ცალი): 
Camera type - 360°
Video resolution 1920 x 1080
Mic - Built in
Speaker - Built in





