APPROVED BY:

 Director of Underground Mining Operations

Of  RMG Auramine LLC

Abashmadze V. V. (signed)
“----“______,  2024
Terms of reference  for the manufacture of self-propelled underground shotcrete machines
	Options: 
	Beqtaqari mine RMG Auramine LLC 

	Geometric characteristics of mine workings

	Minimum   height:
	5 000 mm

	Minimum  width:
	5 000 mm

	Minimum  outer turn  radius
	 8 000 mm 

	 Minimum inner  turn radius
	 4 700 mm

	 Maximum slope of the inclined exit:
	14 °

	Road surface:
	Rock 

	Environmental properties

	Air temperature  ºС
	10

	Mine water-cut  (humidity),  %
	50

	Air supply: m³/ min/ 
	6000

	Content of aggressive impurities in water, PH
	5-7 

	Gas concentration 
	 No

	Dust concentration 
	1.6


                               MACHINE SPECIFICATION AND CONFIGURATION
	Type of travelling 
	Self-propelled by diesel engine

	Engine 
	Liquid-cooled diesel engine. Diesel exhaust emission standards Euro 5

	Chassis 
	Pneumatic wheeled.

	Transmission 
	Hydromechanical

	Axles 
	Multidisc spring brake (SAHR) 

	Operator’s cabin 
	Weatherproof  

	Drive type of the working system.
	Electro-hydraulic 400 volts.

	Boom type 
	Telescopic

	Compressor 
	Electric 400 volt.

	Tank for chemical additives/min
	500 l

	Type of working system control.
	Remote radio control.

	Concrete spraying capacity/min.
	22-34 m3/h

	Type of material loading 
	Wet concrete.

	Washing 
	High pressure 


Mechanic at UG mining site of Beqtaqari mine, RMG Auramine LLC  I. B. Statsenko   (signed) 
