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	SURFACE HARDNESS


	Nominal Diameter, mm.
	Surface hardness as per Rockwell – HRC ( Brinell – HB ) , not less than:

	
	

	
	 
	 
	 
	 
	under order

	
	Normal (n)
	Enhanced (e)
	High (h)
	Very High (v) 
	Brinell  (HB)
	HRC according       to EN 
	HRC according to GOST

	60
	43 (401)
	48 (461)
	53 (534)
	57 (601)
	712
	63,7 
	68

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	38 (352)
	40 (375)
	
	
	
	
	

	100
	
	
	44 (415)
	51 (495)
	555
	54,7
	56

	Hardness variation to the center  less than 3 HRC.


*** 88SS
	CHEMICAL COMPOSITION in %


	C
	Mn
	Si
	P
	S
	Cr
	Ni
	Mo
	Ti
	Al

	0,50-1,00
	0,50-1,20
	0,20-0,70
	max. 0,035
	max. 0,035
	max.   1,20
	max.  0,50
	max. 0,10
	
	


	DIAMETERS, DEVIATIONS, VOLUME & MASS


	Diameter, mm.
	Surf. Area per Piece,   cm2 
	Nominal Volume ,

cm3
	Weight per Piece,

kg
	Nominal  energy of impact -E, kgfm *

	Nominal
	Deviations
	
	
	
	

	60
	±2
	113,1
	113,12
	0,888
	0,83 D

	
	
	
	
	
	

	
	±3
	
	
	
	

	100
	
	314
	523,57
	4,110
	3,85 D

	


	BULK INDICATORS


	Nominal Diameter, mm
	Number of Balls per

Metric Ton
	Weight, kg/m3 
	Surface area of balls in

1 Metric Ton, m2

	60
	1 126
	4 520
	12,74

	
	
	
	

	
	
	
	

	100
	243
	4 520
	7,63


TYPE:                                 			Hot-rolled Steel Balls for grinding


FORM DIMENSIONS:          			Diameters  60 and 100 mm.


SURFACE HARDNESS:           			As per Brinel & Rockwell


PACKING WEIGHT:               			Big Bag





Customer requirements for other dimensions, as well as other standards


Must be met upon request.























				









