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Luminaire Data Sheet

Luminous emittance 1: 

Luminaire classification according to CIE: 100
CIE flux code: 95  99  100  100  98

Linear Spot

Luminous emittance 1: 
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UGR-Table

Luminaire:  Lamps: 1 x LED 28W 3000K

The UGR values have been calculated according to CIE Publ. 117    Spacing-to-Height-Ratio = 0.25.
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Luminaire Data Sheet

Luminous emittance 1: 

Luminaire classification according to CIE: 100
CIE flux code: 95  98  100  100  99

Spot 
28 LED CREE 40W WW

Luminous emittance 1: 
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 Flex Strip IP65 HD-80 Double Mono - NW / Luminaire Data 
Sheet

Luminous emittance 1: 

Luminaire classification according to CIE: 100
CIE flux code: 45  76  94  100  159

The PROLED FLEX STRIPS are perfect for indirect lightning, as customs 
made versions for fair or shop applications as well as for all kinds of 
illumination. Due to their shallow design and the individually adaptable 
lengths the PROLED FLEX STRIPS offer a wide spectrum of application 
possibilities. 

- High flexibility - adaptable to round shapes. 
- Installation with 3M adhesive tape on the strip's backside (self adhesive) 
- IP53 only if glued correctly and if the sides are sealed with glue. 
- dimmable or DMX 512, DALI, 1-10V, KNX controllable by MBNLED RGB 
MULTI power supplies/controller

Luminous emittance 1: 

Page 7



Hualing Tbilisi Sea Plaza

12.01.2018

შ.პ.ს. ეკონცეპტი

0179 ქ. თბილისი

ტ.ტაბიძის ქუჩა #48
info@econcept.ge 

Operator Natia Tokhadze
Telephone 595905290

Fax
e-Mail natia.toxadze@gmail.com

UGR-Table

Luminaire: PROLED L654808D Flex Strip IP53 HD-80 Double Mono - NW
Lamps: 1 x LED 4000K - CRI 80

The UGR values have been calculated according to CIE Publ. 117    Spacing-to-Height-Ratio = 0.25.
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Exterior Scene 1 / Luminaire parts list

Article No.: 05-1552-54-H6
Luminous flux (Luminaire): 3416 lm 
Luminous flux (Lamps): 3500 lm
Luminaire Wattage: 40 W
Luminaire classification according to CIE: 100 
CIE flux code: 95  98  100  100  99
Fitting: 1 x LED CREE TRON 48W 3000K 
(Correction Factor 1.000).

Article No.: 05-9750-54-CLV1
Luminous flux (Luminaire): 2497 lm 
Luminous flux (Lamps): 2588 lm
Luminaire Wattage: 28 W
Luminaire classification according to CIE: 100 
CIE flux code: 95  99  100  100  98
Fitting: 1 x LED CONVERT 34,5W 3000K 
(Correction Factor 1.000).

Double Mono - NW
Article No.: L654808D
Luminous flux (Luminaire): 2000 lm 
Luminous flux (Lamps): 2000 lm
Luminaire Wattage: 28.8 W
Luminaire classification according to CIE: 100 
CIE flux code: 45  76  94  100  159
Fitting: 1 x LED 3000K - CRI 80 (Correction 
Factor 1.000).
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Exterior Scene 1 / Luminaires (layout plan)

Scale 1 : 2049

Luminaire Parts List
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No. Pieces Designation
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LED  High Voltage Strip
5050-84Leds Series
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Technical Parameters

No.

Working 

Temperature

1

Product No. IP Rate

Dimension

(mm)

Cut 
Length

Bean 
Angle

Standard

Length

MS-120-GF056-A

W15xH7.5mm

120° IP54 -20℃~40℃30M

0.5M @130Vac

Over-voltage

Protection

MS-120-GF056-A 100-140Vac 50506W 2900-6500K600lM/500lM

600lM/500lM

 R 90a>80/ 20，00084

Photoelectricity Parameter

No.

1

Product No.

LED 
Type

CCT

CRI

Luminous flux

/M
Leds

Lifespan

Input 

Voltage

Max power

@130Vac

Drive parameters

No.

1

Product No.

Type Ouput PowerInput Voltage

Regular type

200WMS-2F-200 100-140Vac

2

MS-220-GF056-A

W15xH7.5mm

120° IP54 -20℃~40℃50M

1M @230Vac

MS-220-GF056-A 180-264Vac 50506W 2900-6500K 20，00084

2

2

Regular type

350WMS-2F-350 180-264Vac

MS-120-GF056-A

Product No.

MS-220-GF056-A

Specification

150 170 50000

11.90
15

15

50000

7.5

Front View

Lateral View

(unit:mm)

PWM120
o220V120V

IP54

 R 90a>80/



Features

Patented configuration design

Patented circuit design

luminous efficiency: 100lm/w, save more 

power, 50% power saving compared with 

like product.

Solid material used

Use best fire-proof and pressure durability PVC 
as the protection tube; 

No-yellowing;

Multi-unit copper wires as principal line, low 
internal resistance and small heat dissipation.

Over temperature protection

When the temperature is abnormally high, the 
strips can automatically reduce the voltage to 
reduce the current and reduce the temperature.

When the temperature resume normal, the strips 
can automatically resume and keep in the best 
working state.

Energy saving

Lifespan protection

Over voltage protection Over voltage protection

Adaptable to wide input voltage as180-264Vac;

When input voltage is larger than protective 

voltage, the strips will lower the current 

automatically to protect LED;

When input voltage comes to normal, the current 

of strips will also automatically return to normal.

The LED current keep rated when the peak 
current is larger than rated current.

The limited current circuit does not work, equal 
to short circuit, no power consumption, when 
current is smaller than rated current.

Protective structure

Cambered surface as the light-limiting surface, the 
cambered space between the light-limiting surface 
and LED strip can protect LED when the strips suffer 
from external force. As shown in figure 2. 

The regular one in the market is shown in figure 1,
when the strips suffer from external force, the LED 
is easy to destroy.

0303
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Application
1. Ultra-thin light box;

2. Household adornment ceiling;

3. Store;

4. Exhibition hall;

5. Hotel;

6. Resort.
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Operating Characteristic Curve

R

150120100

80604020

40℃

20℃

0℃

-20℃

R(mm)

36031527022518013590450

400

500

100

200

300

Product Information

PVC Casing Series

PVC Casing Series

Remark: the above torsional angle data is based on the temperature environment more than ℃

Torsional stiffness curve

Camber curve

Bending Radius

Distortion Angle
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1. Working voltage

We have released regular and smart protection high 

voltage strip of 100Wand 350W, adaptable to wide 

input voltage (180-264Vac), 300V top. 

For the best effect of the product, AC 220v working 

voltage is suggested. Lower or higher voltage will 

affect the brightness;

Refer to the voltage curve in the picture.(as shown by 

the green line)

2. Connected length

For the best effect of the product, the power of the 

strip must be lower than the power of the driver. 

Please select the right driver accordingly. Refer to

schedule 3.

 
I(LED)

0

Normal

120V/220V

100V/180V

 

30M/50M

Current (A)

Voltage(V)

Operating Characteristic Curve   

Input Voltage

140V/264V



Product  Accessories

Pin and end cap

Power line 

8/10mm protective monochrome pin    

Waterproof silicone gel

Self-tapping screw 

Plastic clips Plastic gecko

Operation Specification
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Put the joint strip lights into protective shell Cover the protective shell according to 

instructions and fix the screws

Connect the strip lights as shown 

Cut the strip on the position as shown Connect the strip as shown Inject adequate silicone gel into the joint 

and make it dried

Cut the strip on the position as shown Inject adequate silicone gel into the end cap 

Cover with tubes; make it fixed and dried



 Installation Diagram

Make holes on the mounting surface according

to the size of clips, and then put the expansion 

screws into them.

Make strips and clips aligned with the holes

on the wall

Fix the screws into mounting holes Make sure the screws are well fixed in place

07

Installation

Note

Packing details

N

N

N

N

N

N

1. Please note that the input voltage is 110VAC, And the minimum cutting unit id 0.5/1M. It is not allowed to be arbitrarily cur;

2. Do make sure of switching off the electricity before installation and power on after check the wire connection;

3. Please make sure the installations is stable and the connection is correct in case of short circuit and potential fire;

4. Do not change or destroy the wires and spare parts privately;

5. Please avoid dragging and buckling the product in case of irreparable damage;

6. Over suggested connection length is not recommended in case of overloading, unbalanced brightness and other 

    unexpected damages.
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