
 

 

Technical task 

 

 

 

 

 

 for rebranding "Gulf" fuel station located in Batumi  E 70 highway . Map coordinates : 41.580559, 

41.577751 

 

1) Store building must be equipped frieze with light strobe to three sides of building : Front , Right 

and Left. (see attached photo ) 

2) Formed mortise in the frieze of the building letters "Gulf Store" (English and Georgian 

languages) With led backlights . 

3) Fuel station canopy must be equipped frieze with light strobe to four sides 

4) Fuel station frieze have to be equipped with Formed mortise in the frieze of the canopy letters 

"Gulf " (English and Georgian Languages, front corners) front panel of acrylic 3mm. Internal LED 

backlighting by LEDs (Cree LEDs).   See attached picture. 

5) Station canopy have to be equipped with white galvanized suspended ceiling. 

6) Station canopy have to be equipped with  Led lights with IP65-IP67 standards . 

7) Column cladding made of aluminum, 1.6 mm thick, with a polymer coating. Complete with 

metal frame. The height of the supports is determined by the height of the canopy, the sweep 

depends on the size of the core of the support. 

8) Station have to be equipped with four intercolumn information box  (light box) located to upper 

side of fuel dispenser . 

9) Station have to be equipped with "Flag type" 9 meter tall price board , Double sided , 6 fuel 

products LED lights as price digits for both sides, Sunproof glass and "Gulf" logo for both sides. 

10) Station have to be equipped with one steel trash bin . 

11) Station have to be equipped with four pieces of  Column protective steel arcs . 

 

 


